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MULCH/TOPSOIL BACKFILL 
ROOTBALL AND TRUNK 
TREE STABILIZATION AND 
FERTILIZATION SYSTEM 



PLAN 



TRUNK/ROOT BALL TO BE CENTERED AND 
PLUMB/LEVEL IN PLANTING PIT. 

DIA. CLEAR OF MULCH AT TRUNK FLARE. 

MINIMUM MULCH AS SPECIFIED. WHERE 
TREES ARE PLACED IN SOD, MULCH RING 
FOR TREES SHALL BE 6' DIAMETER (MIN.) OR 
AS DIRECTED BY OWNER’S REPRESENTATIVE. 


PLANT SCHEDULE 


TREES 


QTY BOTANICAL NAME 


COMMON NAME 


SIZE/CALIPER ROOT/CONTAINER HEIGHT 


@4" 

© 


HIGH BERM, FIRMLY COMPACTED. 


ANCHOR SYSTEM INSTALLED PER MANUFACTURER'S 
RECOMMENDATIONS. 


^ FINISHED GfRADE. (SEE GRADING PLAN) 

( 7 } TOP OF ROOTBALL MIN. 1" ABOVE FINISHED 

PREPARED PLANTING SOIL AS SPECIFIED. 

TOP OF ROOTBALL SHALL BE 1" ABOVE 
FINISHED GfRADE. ROOTBALLS GREATER 
THAN 24" DIAMETER SHALL BE PLACED ON 
MOUND OF UNDISTURBED SOIL TO PREVENT 
SETTLING. ROOTBALLS SMALLER THAN 24" IN 
DIAMETER MAY SIT ON COMPACTED EARTH. 

UNDISTURBED NATIVE SOIL. 

Ml) SCARIFY BOTTOM AND SIDES OF PLANTING 
PIT. 



10 


10 


83 


BUCIDA BUGERAS'SHADY LADY' SHADY LADY BLACK OLIVE 10 GAL. 

PLANT SIZES BASED ON 

AVAILABILITY. 


BURSERA SIMARUBA 
PLANT SIZES BASED ON 
AVAILABILITY. 

CONOCARPUS ERECTUS 
STANDARD. PLANT SIZES 
BASED ON AVAILABILITY. 


GUMBO LIMBO 


GREEN BUTTONWOOD 


10 GAL. 


10 GAL. 


CONTAINER 


CONTAINER 


CONTAINER 


5 FT MIN 


5 FT MIN 


SPACING 


AS SHOWN 


AS SHOWN 


GRAPHIC SCALE IN FEET 
0 15 30 60 




5-6 FT MIN AS SHOWN 


NOTES: 


3X ROOTBALL WIDTH MIN. 

SECTION 

1 A TREE PLANTING 


NOTES: 

A. FINAL TREE STAKING DETAILS AND PLACEMENT TO 
BE APPROVED BY OWNER. 

B. REMOVE BURLAP, WIRE AND STFLAPS (ANYTHING 
THAT COULD GIRDLE TREE OR RESTRICT ROOT 
GROWTH) ON UPPER 1/3 OF ROOTBALL. 

C. PRUNE ALL TREES IN ACCORDANCE WITH ANSI 
A-300. 


1. ALL PLANT SPECIFICATIONS IN THE PLANT SCHEDULE SHALL BE CONSIDERED THE MINIMUM ALLOWABLE SPECIFICATIONS. CONTRACTOR SHALL PROCURE 
PLANT MATERIALS AND UPSIZE AS NECESSARY TO MEET THE MOST STRINGENT SPECIFICATION. 

2. LANDSCAPE ARCHITECT RESERVES THE RIGHT TO FIELD ADJUST ALL PLANT MATERIAL. 

3. ALL QUANTITIES PROVIDED FOR CONVENIENCE ONLY. CONTRACTOR SHALL CONFIRM ALL QUANTITIES PER PLAN PRIOR TO BIDDING AND CONSTRUCTION. 

4. UTILITY EASEMENTS MUST REMAIN CLEAR OF ALL TREES, STRUCTURES AND ENCROACHMENT OF OTHER EASEMENTS. THE ROOT BALL OF ALL SHADE TREES 
SHALL BE PLANTED NO CLOSER THAN 10 FEET. 

5. PROHIBITED TREES SHALL BE REPLACED ON A ONE TO ONE BASIS (MIN 5 FT IN HEIGHT). 103 TOTAL TREES REQUIRED. (PER SECTION 602.6.1) 



CALL 2 WORKING DAYS 
BEFORE YOU DIG 


IT'S THE LAW! 
DIAL 811 



Know what's belOW. 
Call before you dig. 




SUNSHINE STATE ONE CALL OF FLORIDA, INC. 



SECTION / PLAN 


KHA-LP-DET-01 
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LANDSCAPE SPECIFICATIONS 
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1. SCOPE OF WORK 

1.1. THE WORK CONSISTS OF: FURNISHING ALL LABOR, MATERIALS, EOUIPMENT, TOOLS, TRANSPORTATION, AND ANY OTHER 
APPURTENANCES NECESSARY FOR THE COMPLETION OF THIS PROJECT AS SHOWN ON THESE PLANS. 

1.2. WORK SHALL INCLUDE MAINTENANCE AND WATERING OF ALL CONTRACT PLANTING AREAS UNTIL CERTIFICATION OF 
ACCEPTANCE BY THE OWNER. 

1.3. WORK SHALL BE COORDINATED WITH OTHER TRADES TO PREVENT CONFLICTS. 


2. PROTECTION OF EXISTING AND PROPOSED SITE ELEMENTS 

2.1. PROTECT ALL EXISTING SITE ITEMS, ALREADY COMPLETED OR ESTABLISHED AND DESIGNATED TO REMAIN FROM DAMAGE 
BY THE CONTRACTOR UNLESS OTHERWISE SPECIFIED. ALL DAMAGE RESULTING FROM THE CONTRACTOR'S WORK SHALL 
BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE OWNER, AT NO COST TO THE OWNER. 

2.2. MAINTAIN ALL NECESSARY BMP DEVICES THROUGHOUT THE DURATION OF ALL CONSTRUCTION ACTIVITIES. 

2.3. WHERE APPLICABLE, SUBMIT A DETAILED PROJECT SPECIFIC WORK ZONE TRAFFIC CONTROL PLAN IN ACCORDANCE WITH 
THE APPROPRIATE REGULATORY AGENCY STANDARDS UNLESS THE WORK REQUIRES NOTHING MORE THAN A DIRECT 
APPLICATION OF FDOT STANDARD PLANS FOR ROAD AND BRIDGE CONSTRUCTION, INDEX 102-600. 

2.4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL UTILITIES, WHETHER PUBLIC OR PRIVATE, PRIOR TO 
CONSTRUCTION ACTIVITIES. THE INFORMATION AND DATA SHOWN WITH RESPECT TO EXISTING UTILITIES IS APPROXIMATE. 
THE OWNER AND DESIGN PROFESSIONAL SHALL NOT BE RESPONSIBLE FOR THE ACCURACY AND COMPLETENESS OF ANY 
SUCH INFORMATION OR DATA. THE CONTIRACTOR SHALL HAVE FULL RESPONSIBILITY FOR; REVIEWING AND CHECKING ALL 
SUCH INFORMATION AND DATA; LOCATING ALL UTILITIES PRIOR TO CONSTRUCTION; THE SAFETY AND PROTECTION 
THEREOF; REPAIRING ANY DAMAGE RESULTING FROM THE WORK. THE COST OF ALL WILL BE CONSIDERED AS HAVING 
BEEN INCLUDED IN THE CONTRACT PRICE. THE CONTRACTOR SHALL NOTIFY ANY AFFECTED UTILITY COMPANIES OR 
AGENCIES IN WRITING AT LEAST 48 HOURS PRIOR TO BEGINNING CONSTRUCTION. THE CONTITACTOR SHALL NOTIFY THE 
LANDSCAPE ARCHITECT IN WRITING WHEN ANY CONFLICT BETWEEN UTILITIES AND THESE PLANS EXIST PRIOR TO 
PLANTING. 

2.5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UNAUTHORIZED CUTTING OR DAMAGE TO PLANT MATERIAL EXISTING 
OR OTHERWISE. THIS SHALL INCLUDE COMPACTION AND SPILLING OF ANY DELETERIOUS MATERIALS WITHIN THE 
DRIP-LINE OF EXISTING TREES TO REMAIN. PLANT MATERIAL KILLED OR DAMAGED THAT IS MISSHAPEN AND/OR 
UNSIGHTLY SHALL BE REPLACED WITH LIKE SIZE AND KIND TO THE SATISFACTION OF THE OWNER OR REGULATORY 
AGENCY AT THE COST TO THE CONTRACTOR. 

2.6. SEE TREE MITIGATION PLAN AND NOTES, IF APPLICABLE. 


3. SUBMITTALS 

3.1. SUBMIT MATERIAL SAMPLES LISTED BELOW FOR APPROVAL, ON SITE OR AS DETERMINED BY THE OWNER. UPON 
APPROVAL, DELIVERY OF MATERIALS MAY COMMENCE. 

MATERIAL SAMPLE SIZE 

MULCH ONE (1) GALLON PLASTIC BAG 

SOIL MIXTURE ONE (1) GALLON PLASTIC BAG 

PLANTS ONE (1) OF EACH VARIETY (OR TAGGED IN NURSERY) 

3.2. SUBMIT TESTING RESULTS OF SOIL MIXTURE AS PER SECTION 6 BELOW. 

4. PLANT MATERIALS 

4.1. ALL PLANT MATERIAL SHALL CONFORM TO THE SPECIFICATIONS INDICATED ON THE DRAWINGS AND SHALL BE IN 
ACCORDANCE WITH GFLADES AND STANDARDS FOR NURSERY PLANTS, LATEST EDITION, PUBLISHED BY THE FLORIDA 
DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES. ALL PLANTS SHALL BE FLORIDA GRADE NO. 1 OR BETTER AS 
DETERMINED BY THE FLORIDA DIVISION OF PLANT INDUSTRY. ALL MATERIALS SHALL BE SUBJECT TO APPROVAL BY THE 
OWNER OR OWNER'S REPRESENTATIVE. NO SUBSTITUTIONS SHALL BE MADE WITHOUT WRITTEN PERMISSION FROM THE 
LANDSCAPE ARCHITECT AND OWNER. 

4.2. ALL TREE SPECIES INSTALLED SHALL BE MATCHED IN SIZE AND SHAPE UNLESS NOTED OTHERWISE. 

4.3. PLANTS SHALL BE SUBJECT TO INSPECTION AND APPROVAL AT THE PLACE OF GROWTH, UPON DELIVERY TO THE SITE, 
DURING PROGRESS OF THE WORK AND/OR AFTER COMPLETION. REJECTED PLANTS SHALL BE REMOVED AND REPLACED 
IMMEDIATELY. 


5. DIGGING AND HANDLING 

5.1. PROTECT ROOTS OR ROOT BALLS OF PLANTS AT ALL TIMES FROM SUN, DRYING WINDS, WATER AND FREEZING, AS 
NECESSARY UNTIL PLANTING. NO PLANT MATERIAL SHALL BE HANDLED BY STEMS. 


REMOVED FROM THE CONTAINER. 

10.2. INSUFFICIENT OR POORLY STRUCTURED ROOT SYSTEMS ARE NOT ACCEPTABLE AND WILL BE REJECTED. 

10.3. ROOTS PLUS GROWER (RPG) PRODUCTS SHALL BE USED WHERE SPECIFIED. 


11. MATERIALS LIST 

11.1. ALL QUANTITIES ARE PROVIDED FOR CONVENIENCE ONLY. CONTRACTOR SHALL CONFIRM ALL QUANTITIES PER PLAN 
PRIOR TO BIDDING AND CONSTRUCTION. 


12. FINE GRADING 

12.1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FINE GRADING WHICH CONSISTS OF FINAL FINISHED GRADING (INCLUDING 
ADDITIONAL SOIL MIXTURE AS NEEDED) FOR LAWN AND PLANTING AREAS THAT HAVE BEEN ROUGH GRADED BY OTHERS. 
FINISH GRADE SHALL ACCOUNT FOR THICKNESS OF SOD AND/OR MULCH DEPTH. 

12.2. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED FOR POSITIVE DRAINAGE TO SURFACE/SUBSURFACE STORM 
DRAIN SYSTEMS. AREAS ADJACENT TO BUILDINGS SHALL SLOPE AWAY FROM THE BUILDINGS. REFER TO CIVIL ENGINEER'S 
PLANS FOR FINAL GRADES, IF APPLICABLE. 


13. PLANTING PROCEDURES 

13.1. CLEAN WORK AND SURROUNDING AREAS OF ALL RUBBISH OR OBJECTIONABLE MATTER DAILY. REMOVE ALL MORTAR, 
CEMENT, AND TOXIC MATERIAL FROM THE SURFACE OF ALL PLANT BEDS. DO NOT MIX THESE MATERIALS WITH THE SOIL. 
SHOULD THE CONTITACTOR FIND SUCH SOIL CONDITIONS BENEATH THE SOIL WHICH WILL IN ANY WAY ADVERSELY AFFECT 
THE PLANT GROWTH, IMMEDIATELY CALL IT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE. 

13.2. LOCATE, MAINTAIN AND PROTECT ALL UTILITIES ABOVE AND BELOW GROUND. CALL SUNSHINE STATE ONE CALL OF 
FLORIDA, INC. (811) TO LOCATE UTILITIES AT LEAST 48 HOURS PRIOR TO CONSTRUCTION. 

13.3. NOTIFY LANDSCAPE ARCHITECT IN WRITING IMMEDIATELY IF CONFLICT(S) EXIST WITH PROPOSED TREE LOCATIONS AND 
EXISTING OVERHEAD POWER LINES IN ACCORDANCE WITH SETBACK REQUIREMENTS QF FPL'S “RIGHT TREE, RIGHT 
PLACE'' PRQGRAM. CQNSULT THE UNIVERSITY QF FLQRIDA'S “TREES AND PQWER LINE” WEBSITE FQR TREE SIZE 
CATEGQRIES. 

13.4. NQTIFY LANDSCAPE ARCHITECT IN WRITING IMMEDIATELY IF CQNFLICT(S) EXIST WITH PRQPQSED TREE LQCATIQNS AND 
EXISTING / PRQPQSED LIGHT PQLES. TREES INSTALLED IN CQNFLICT WITH LIGHT PQLES ARE SUBJECT TQ RELQCATIQN AT 
THE EXPENSE QF THE CQNTRACTQR. 

13.5. REMQVE ALL EXISTING AND IMPQRTED DELETERIQUS MATERIAL AND SUB-BASE FRQM ALL LANDSCAPE PLANTING AREAS 
TQ A MINIMUM DEPTH QF 36'' QR TQ NATIVE SQIL. CQNTFLACTQR IS RESPQNSIBLE TQ BACKFILL THESE PLANTING AREAS TQ 
RQUGH FINISHED GRADE AS NEEDED WITH CLEAN SQIL MIXTURE. 

13.6. FURNISH NURSERY'S CERTIFICATE QF CQMPLIANCE WITH ALL APPLICABLE REQUIREMENTS. CQMPLY WITH APPLICABLE 
FEDERAL, STATE, CQUNTY, AND LQCAL REGULATIQNS GQVERNING LANDSCAPE MATERIALS AND WQRK. 

13.7. EXCAVATE ALL PLANTING PITS IN ACCQRDANCE WITH LANDSCAPE DETAILS PRQVIDED. TEST ALL TREE PITS WITH WATER 
BEFQRE PLANTING TQ ASSURE PRQPER DRAINAGE PERCQLATIQN IS AVAILABLE. IF PQQR DRAINAGE EXISTS, NQTIFY 
LANDSCAPE ARCHITECT IMMEDIATELY IN WRITING. NQ ALLQWANCE WILL BE MADE FQR LQST PLANTS DUE TQ IMPRQPER 
DRAINAGE. CQNTRACTQR SHALL ENSURE ELIMINATIQN QF ALL AIR PQCKETS ARQUND RQQTS. 

13.8. SET TREES AND SHRUBS STFRAIGHT AT AN ELEVATIQN THAT, AFTER SETTLEMENT, THE PLANT CRQWN WILL STAND QNE (1) 
TQ TWQ (2) INCHES ABQVE GRADE. EACH PLANT SHALL BE SET IN THE CENTER QF THE PIT. PLANTING SQIL MIXTURE SHALL 
BE BACK FILLED, THQRQUGHLY TAMPED ARQUND THE BALL, AND SETTLED BY WATER (AFTER TAMPING). 

13.9. DQ NQT CQVER TQP QF BALL WITH SQIL MIXTURE. ALL BURLAP, RQPE, WIRES, BASKETS, ETC., SHALL BE REMQVED FRQM 
UPPER QNE THIRD (1/3) QF RQQT BALLS. 

13.10. ALL SUCKER GRQWTH AND BRQKEN DR BADLY DAMAGED BIRANCHES SHALL BE REMQVED WITH A CLEAN CUT IN 
ACCQRDANCE WITH ANSI A-300. 

13.11. SHRUBS AND GRDUND CQVER PLANTS SHALL BE SPACED IN ACCQRDANCE WITH THE DRAWINGS, LANDSCAPE DETAILS 
AND AS INDICATED QN THE PLANT LIST. 

13.12. TREE GUYING AND BRACING SHALL BE INSTALLED BY THE CQNTRACTQR IN ACCQRDANCE WITH THE PLANS TQ INSURE 
STABILITY AND MAINTAIN TREES IN A PLUMB AND UPRIGHT PQSITIQN. 

13.13. FAILURE TQ FQLLDW THE ABQVE PLANTING PRQCEDURE SHALL MAKE THE CQRRECTIVE MEASURES THE RESPQNSIBILITY 
QF THE CQNTRACTQR. 


RECQMMENDATIQNS. (AS ALLQWED BY JURISDICTIDNAL AUTHQRITY) 

17.2. PRQVIDE WATERING/IRRIGATIQN SCHEDULE FQR ALL PLANT MATERIAL TQ QWNER. QBSERVE ALL APPLICABLE WATERING 
RESTRICTIQNS AS SET FDRTH BY THE PRQPERTY'S JURISDICTIDNAL AUTHQRITY. 

17.3. UPQN CQMPLETIQN QF ALL WQRK, A FINAL INSPECTIQN SHALL BE PERFQRMED BY THE QWNER AND/QR QWNER'S 
REPRESENTATIVE. ALL PLANTING, CDNSTRUCTIQN AND ALL QTHER INCIDENTAL WQRK PERTAINING TQ THIS CQNTRACT 
SHALL BE INSPECTED FQR CQMPLIANCE WITH THE CQNTRACT DDCUMENTS. ANY ITEMS FQUND TQ NQT BE IN CQMPLIANCE 
SHALL BE CQRRECTED AT THE CQST QF THE CQNTRACTQR. 


18. WARRANTY 

18.1. THE LIFE AND SATISFACTQRY CDNDITIQN QF ALL PLANT MATERIAL INSTALLED BY THE LANDSCAPE CQNTRACTQR SHALL BE 
WARRANTED BY THE CQNTRACTQR FQR A MINIMUM QF QNE (1) CALENDAR YEAR CQMMENCING AT THE TIME QF 
CERTIFICATIQN AND ACCEPTANCE QF THE WQRK BY THE QWNER AND/QR QWNER'S REPRESENTATIVE. 

18.2. ANY PLANT NQT FQUND IN A HEALTHY GRQWING CQNDITIDN THRQUGHQUT THE WARRANTY PERIQD SHALL BE REMQVED 
FRQM THE SITE AND REPLACED AS SQQN AS WEATHER CQNDITIQNS PERMIT. ALL REPLACEMENTS SHALL BE PLANTS QF 
THE SAME KIND AND SIZE AS SPECIFIED IN THE PLANT LIST. THEY SHALL BE FURNISHED, PLANTED AND MULCHED AS 
SPECIFIED AT NQ ADDITIDNAL CQST TQ THE QWNER. ANY REPLACED PLANT MATERIAL SHALL BE SUBJECT TQ A NEW QNE 
(1) YEAR WARRANTY. 

18.3. IN THE EVENT THE QWNER DDES NQT CQNTRACT WITH THE CQNTRACTQR FQR LANDSCAPE AND IRRIGATIQN 
MAINTENANCE, THE CQNTRACTQR SHQULD VISIT THE PRQJECT SITE PERIQDICALLY DURING THE QNE (1) YEAR WARRANTY 
PERIQD TQ EVALUATE MAINTENANCE PRQCEDURES BEING PERFQRMED BY THE QWNER. CQNTRACTQR SHALL NQTIFY THE 
QWNER IN WRITING QF MAINTENANCE PRQCEDURES QR CQNDITIQNS WHICH THREATEN VIGQRQUS AND HEALTHY PLANT 
GRQWTH. 


19. ABBREVIATIONS 

B&B - BALLED AND BURLAPPED 

BR - BARE RQQT 

CAL - CALIPER 

CT- CLEAR TRUNK 

DBH - DIAMETER AT BREAST HEIGHT 

FG - FIELD GRQWN 

FTG- FULLTQGRQUND 

GW - GREY WQQD 

HQ - HARDENED QFF 

QA - QVERALL HEIGHT 

RPG - RQQTS PLUS GRQWER 


14. LAWN SODDING 
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6. SOIL MIXTURE (PLANTING MEDIUM, PLANTING MIX, TOPSOIL MIX) 

6.1. TEST EXISTING SQIL AND AMEND AS NECESSARY IN ACCQRDANCE WITH THE GUIDELINES BELQW: 

6.2. SQIL MIXTURE (PLANTING MEDIUM FQR PLANT PITS) SHALL CQNSIST QF TWQ PARTS QF TQPSQIL AND QNE PART SAND, AS 
DESCRIBED BELQW. SUBMIT SAMPLES AND PH TESTING RESULTS QF SQIL MIXTURE FQR QWNER'S REPRESENTATIVE 
APPRQVAL PRIQR TQ PLANT INSTALLATIQN QPERATIQNS CQMMENCE. 

6.3. TQPSQIL FQR USE IN PREPARING SQIL MIXTURE FQR BACKFILLING PLANT PITS SHALL BE FERTILE, FRIABLE, AND QF A 
LQAMY CHARACTER; REASQNABLY FREE QF SUBSQIL, CLAY LUMPS, BRUSH WEEDS AND QTHER LITTER; FREE QF RQQTS, 
STUMPS, STQNES LARGER THAN 2" IN ANY DIRECTIQN, AND QTHER EXTITANEQUS QR TQXIC MATTER HARMFUL TQ PLANT 
GRQWTH. IT SHALL CQNTAIN THREE (3) TQ FIVE (5) PERCENT DECQMPQSED QRGANIC MATTER AND HAVE A PH BETWEEN 
5.5 AND 7.0. 

6.4. SAND SHALL BE CQARSE, CLEAN, WELL-DIRAINING, NATIVE SAND. 
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6.5. PLANT TREES IN THE EXISTING NATIVE SQIL QN SITE, UNLESS DETERMINED TQ BE UNSUITABLE - AT WHICH PQINT THE 
CQNTRACTQR SHALL CQNTACT QWNER'S REPRESENTATIVE TQ DISCUSS ALTERNATE RECQMMENDATIQN PRIQR TQ 
PLANTING. 


7. WATER 

7.1. PRQVIDE WATER NECESSARY FQR PLANTING ESTABLISHMENT AND MAINTENANCE. WATER SHALL BE QF SATISFACTQRY 

QUALITY TQ SUSTAIN ADEQUATE PLANT GRQWTH AND SHALL NQT CQNTAIN HARMFUL, NATURAL QR MAN-MADE ELEMENTS 
DETRIMENTAL TQ PLANTS. 
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7.2. WATERING/IRRIGATIQN RESTRICTIQNS MAY APPLY - REFER TQ PRQPERTY'S JURISDICTIQNAL AUTHQRITY. 


8. FERTILIZER 

8.1. PRQVIDE FERTILIZER APPLICATIQN SCHEDULE TQ QWNER, AS APPLICABLE TQ SQIL TYPE, PLANT INSTALLATIQN TYPE, AND 
SITE'S PRQPQSED USE. SUGGESTED FERTILIZER TYPES SHALL BE QRGANIC QR QTHERWISE NATURALLY-DERIVED. 

8.2. FERTILIZER RESTRICTIQNS MAY APPLY - REFER TQ PRQPERTY'S JURISDICTIQNAL AUTHQRITY. 


14.1. THE WQRK CQNSISTS QF LAWN BED PREPARATIQN, SQIL PREPARATIQN, AND SQDDING NECESSARY TQ PRQDUCE ATURF 
GFIASS LAWN ACCEPTABLE TQ THE QWNER. 

14.2. ALL AREAS THAT ARE TQ BE SQDDED SHALL BE CLEARED QF ANY RQUGH GRASS, WEEDS, AND DEBRIS TQ A MINIMUM 
DEPTH QF THREE (3) INCHES. PRQVIDE QNE (1) INCH QF TQPSQIL ACRQSS ENTIRE LAWN BED AND MIXTHRQUGHLY INTQ 
TQP FQUR (4) INCHES QF SQIL TQ BRING THE GRQUND TQ AN EVEN GRADE. THE ENTIRE SURFACE SHALL BE RQLLED WITH 
A RQLLER WEIGHING NQT MQRE THAN QNE-HUNDRED (100) PQUNDS PER FQQT QF WIDTH. DURING THE RQLLING, ALL 
DEPRESSIQNS CAUSED BY SETTLEMENT SHALL BE FILLED WITH ADDITIQNAL TQPSQIL AND THE SURFACE SHALL BE 
REGFLADED AND RQLLED UNTIL PRESENTING A SMQQTH AND EVEN FINISH TQ THE REQUIRED GRADE. 

14.3. HAND RAKE LAWN BED UNTIL ALL BUMPS AND DEPRESSIQNS ARE REMQVED. WET PREPARED AREA THQRQUGHLY. 

14.4. SQD ALL AREAS THAT ARE NQT PAVED QR PLANTED AS DESIGNATED QN THE DRAWINGS WITHIN THE CQNTRACT LIMITS, 
UNLESS SPECIFICALLY NQTED QTHERWISE. 

14.5. THE SQD SHALL BE CERTIFIED TQ MEET FLQRIDA STATE PLANT BQARD SPECIFICATIQNS, ABSQLUTELY TRUE TQ VARIETAL 
TYPE, AND FREE FRQM WEEDS, FUNGUS, INSECTS AND DISEASE QF ANY KIND. 

14.6. SQD PANELS SHALL BE LAID TIGHTLY TQGETHER SQ AS TQ MAKE A SQLID SQDDED LAWN AREA. SQD SHALL BE LAID 
UNIFQRMLY AGAINST THE EDGES QF ALL CURBS AND QTHER HARDSCAPE ELEMENTS, PAVED AND PLANTED AREAS. 

14.7. IMMEDIATELY FQLLQWING SQD LAYING, RQLL LAWN AREAS WITH A LAWN RQLLER AND THEN THQRQUGHLY IRRIGATED. 

14.8. IF, IN THE QPINIQN QF THE QWNER, TQP-DRESSING IS NECESSARY AFTER RQLLING TQ FILL THE VQIDS BETWEEN THE SQD 
PANELS AND TQ EVEN QUT INCQNSISTENCIES IN THE SQD, CLEAN SAND, AS APPRQVED BY THE QWNER'S 
REPRESENTATIVE, SHALL BE UNIFQRMLY SPREAD QVER THE ENTIRE SURFACE QF THE SQD AND THQRQUGHLY WATERED 
IN. FERTILIZE INSTALLED SQD AS ALLQWED BY PRQPERTY'S JURISDICTIQNAL AUTHQRITY. 

14.9. DURING DELIVERY, PRIQR TQ, AND DURING THE PLANTING QF THE LAWN AREAS, THE SQD PANELS SHALL AT ALL TIMES BE 
PRQTECTED FRQM EXCESSIVE DRYING AND UNNECESSARY EXPQSURE QF THE RQQTS TQ THE SUN. ALL SQD SHALL BE 
STACKED SQ AS NQT TQ BE DAMAGED BY EXCESSIVE HEAT AND MQISTURE. 

14.10. WITHIN THE CQNTRACT LIMITS, PRQDUCE AND MAINTAIN A DENSE, WELL ESTABLISHED LAWN. THE CQNTRACTQR SHALL BE 
RESPQNSIBLE FQR THE REPAIR AND RE-SQDDING QF ALL ERQDED, SUNKEN QR BARE SPQTS UNTIL CERTIFICATIQN QF 
ACCEPTANCE BY THE QWNER'S REPRESENTATIVE. REPAIRED SQDDING SHALL BE ACCQMPLISHED AS IN THE QRIGINAL 
WQRK (INCLUDING REGRADING IF NECESSARY). 


15. CLEANUP 
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- 9. MULCH 

Q. 

O 

§ 9.1. MQISTEN MULCH MATERIAL AT THE TIME QF APPLICATIQN TQ PREVENT WIND DISPLACEMENT, AND APPLIED AT A MINIMUM 

“ DEPTH QF THREE (3) INCHES. CQNTITACTQR SHALL CLEAR MULCH FRQM WITHIN A SIX (6) INCH RADIUS ARQUND TRUNK / 

7 STEM FLARE. MULCH SHALL BE ''FLQRIMULCH'', EUCALYPTUS MULCH, DR SIMILAR SUSTAINABLY HARVESTED MULCH 

£ UNLESS SPECIFIED QTHERWISE. 

5 

9.2. PRQVIDE A THREE (3) INCH MINIMUM LAYER QF SPECIFIED MULCH QVER THE ENTIRE AREA QF EACH PLANTING BED AND 
t) TREE RING (SIX (6) FQQT DIAMETER MINIMUM). 


15.1. UPQN CQMPLETIQN QF ALL PLANTING WQRK AND BEFQRE FINAL ACCEPTANCE, REMQVE ALL MATERIAL, EQUIPMENT, AND 
DEBRIS RESULTING FRQM HIS WQRK. ALL PAVED AREAS SHALL BE CLEANED AND THE SITE LEFT IN A NEAT AND 
ACCEPTABLE CQNDITIDN AS APPRQVED BY THE QWNER'S REPRESENTATIVE. 


16. PLANT MATERIAL MAINTENANCE 

16.1. ALL PLANT MATERIAL SHALL BE MAINTAINED BY WATERING, CULTIVATING, SPRAYING, AND ALL QTHER QPERATIQNS (SUCH 
AS RE-STAKING QR REPAIRING GUY SUPPDRTS) AS NECESSARY TQ INSURE HEALTHY AND VIGQRQUS GRQWING 
CQNDITIQNS BY THE CQNTRACTQR UPQN DELIVERING TQ THE SITE AND UNTIL FINAL ACCEPTANCE QF WQRK. 


§ 10. CONTAINER GROWN STOCK 

c 

"O 

.x 10.1. CQNTAINER GRQWN PLANTS SHALL HAVE BEEN GRQWN IN IT'S CQNTAINER SUFFICIENTLY LQNG ENDUGH FQR THE NEW 

^ FIBRQUS RQQTS TQ HAVE DEVELDPED SQ THAT THE RQQT MASS WILL RETAIN ITS SHAPE AND HQLD TQGETHER WHEN 


17. FINAL INSPECTION AND ACCEPTANCE OF WORK 

17.1. ALL PLANT BEDS SHALL BE KEPT FREE QF NQXIDUS WEEDS UNTIL FINAL ACCEPTANCE QF WQRK. PRIQR TQ FINAL 
INSPECTIQN, TREAT ALL PLANTING BEDS WITH AN APPRQVED PRE-EMERGENT HERBICIDE PER MANUFACTURER 
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